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Spotlight – General Simulation Setup

Overview

Khatod PL135910

Input Lumens of 500 at 5W
or 800 at 8.6W

Khatod Base Photometry

21°, 37°, 50°

Materials

Housing/cone – semi-gloss black paint (5% reflectance)

Misc parts behind lens (heat sink and hodler) - semi-gloss 
black paint (5% reflectance)



Spotlight - 21° - Results
500lm 800lm

Output Lumens 460.4 736.6

Efficacy 92.1lm/W 85.7lm/W

Beam Angle 21.4° 21.4°

Candela Polar Plot



Spotlight - 21° - Illuminance Plane

20’ x 20’, 10’ below



Spotlight - 37° - Results
500lm 800lm

Output Lumens 425.5 680.9

Efficacy 85.1lm/W 79.2lm/W

Beam Angle 37.4° 37.4°

Candela Polar Plot



Spotlight - 37° - Illuminance Plane

20’ x 20’, 10’ below



Spotlight - 50° - Results
500lm 800lm

Output Lumens 400.4 640.7

Efficacy 80.1lm/W 74.5lm/W

Beam Angle 49.7° 49.7°

Candela Polar Plot



Spotlight - 50° - Illuminance Plane

20’ x 20’, 10’ below


